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Abstract 
 
The need for cleaner and more efficient energy generation and storage is essential to cope 
with increasing energy demand and to reduce fossil fuel consumption. Solar, wind, 
hydroelectric, and other renewable energy sources are promising alternatives to fossil 
fuels, however, display considerable fluctuation in production due to their dependence on 
weather conditions. This is why supplementary alternative energy generation devices and 
storage are vital to progress towards a more feasible sustainable future, also including the 
options for more resilient energy systems, for instance with regards to grid reliability during 
natural disasters.  
 
Reversible solid oxide fuel cells (rSOFC) have recently become a topic of interest in the 
energy industry due to their ability to produce fuel for storage in electrolysis mode and 
consume this fuel to produce electricity in fuel cell mode in one single unit when required. 
However, one of the primary issues hindering the widespread commercialisation of fuel 
cells is the lifetime on account of the effects of degradation on the cell. These effects, such 
as electrode poisoning, air electrode delamination, and fuel electrode redox stability, have 
been investigated extensively in the literature for solid oxide fuel cells (SOFC) and solid 
oxide electrolysers (SOE) [1–4] separately, yet there are limited papers available on the 
degradation of reversible fuel cells and how cycling between the two modes affects the 
lifetime [5]. Co-electrolysis of H2O and CO2 using high-temperature SOEs is another 
pathway to reducing CO2 emissions via energy storage and conversion devices with high-
energy efficiencies and similarly, there is a gap in the understanding of degradation 
mechanisms with this mixed feed. This paper will present a review of the background, 
fundamental challenges and developments of SOFC, SOE and rSOFC, focusing on the 
different approaches to high-temperature co-electrolysis in terms of materials, fuel 
composition and how these influence the rate of degradation. 
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Introduction 
 
Levels of atmospheric CO2 have been rising drastically in the past decade due to 
deforestation and constant burning of fossil fuels. If this continues at the same rate, severe 
changes in the planet's climate are likely to be irreversible for thousands of years after 
emissions stop so it is essential that technologies are developed to reduce the human 
impact on the environment and build a more renewable system of energy supply.  
 
SOFCs are well known in the energy industry as high efficiency electrochemical energy 
conversion devices capable of converting different fuels and oxygen directly into electrical 
power. High temperature SOFC consist of two electrodes, a fuel electrode and an air 
electrode, separated by a dense electrolyte. In a conventional SOFC, hydrogen, for 
example, is introduced to the fuel electrode of the cell where it is oxidised to form water 
and electricity whilst oxygen is reduced at the air electrode and the ions migrate across the 
electrolyte to the anode (as seen in Fig. 1). Advantageously, hydrocarbons such as 
methane or carbon dioxide can also be used as fuel in SOFC to produce electricity, 
hydrogen, and by-product carbon monoxide as an internal reforming reaction, which is 
further reacted with water to increase the hydrogen yield (water gas shift reaction, see Eqn 
2). SOFCs benefit from high operating temperatures, which promotes internal reforming, 
increases fuel flexibility, eliminates the need for precious metal catalysts, and produces 
high quality by-product heat for combined heat and power systems. Efficiencies for this 
type of fuel cell can reach over 80% with heat recovery [6]. 
 
 
Figure 1: Schematic diagram of a SOFC. 
 
The production of hydrogen today is predominantly by steam reforming of methane, as 
shown in eqn 1, or partial oxidation (eqn 2), followed by the water gas shift reaction (eqn 
3). These methods have a high efficiency of 60 to 85% but still rely upon fossil fuels and 
produce large quantities of carbon monoxide and carbon dioxide [7]. 
 
CH4 + H2O → 3H2 + CO                                                                           eqn 1 
CH4 + 1/2O2 → CO + 2H2        eqn 2 
CO + H2O → H2 + CO2                                                                               eqn 3 
 
A second, cleaner, way of producing hydrogen is from the electrolysis of water (eqn 4), 
which can be either low temperature electrolysis from a Polymer Electrolyte Membrane 
Electrolyser (PEM) or high temperature electrolysis in a SOE. Due to the elevated 
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temperatures of a SOE, it is a more efficient way of producing hydrogen than lower 
temperature PEM electrolysis in terms of thermodynamics and kinetics.  
 
2H2O → 2H2 + O2                                                                                        eqn 4 
 
High temperature SOEs work in a similar way to SOFC, in fact, thermodynamically, they 
are described as SOFCs operating in reverse. They consist of a dense electrolyte in 
between two electrodes; the anode and cathode, however the SOFC cathode is now the 
SOE anode, and the SOFC anode is the SOE cathode. Because of this, and to minimise 
confusion, the SOE cathode is referred to as the fuel electrode and the SOE anode, the 
oxygen electrode. The electrolysis reaction occurs when an external voltage is applied 
across the two electrodes. The water is supplied to the fuel electrode where it is reduced 
to hydrogen and the oxide ions are conducted across the electrolyte to the oxygen 
electrode where oxygen is produced. Additionally, renewable energy sources, such as 
photovoltaic or wind power, can be integrated into the SOE system to supply the external 
voltage, hence reducing the electrical input and environmental impact [8]. Electrical 
efficiencies for SOEs can be close to 100% with respect to conversion of the input 
electricity when operating at thermoneutral voltage [9]. In practice it is often seen to be 
slightly less due to heat loss, polarisation losses or leakages. For a comprehensive 
understanding of the available literature on high-temperature co-electrolysis of CO2/H2O, 
readers are directed towards the 2017 review paper by Zheng et al. [10].  
 
Hydrogen is abundant and easily produced from the aforementioned methods; however, 
society is not yet at a stage where a hydrogen economy can be implemented on a global 
or national scale. The main problems are the public’s perception of the safety of its use, 
the current cost is high, and there is a lack of infrastructure to support a hydrogen 
infrastructure. Fortunately, natural gas is readily available within the current gas grid 
system so it is much easier to transport with no additional expenses. By using natural gas 
as a fuel in SOFC and SOE instead of hydrogen, we would be creating a more attainable 
intermediate step towards a carbon-free economy. Methane, the main component in 
natural gas, is more efficient at producing energy than hydrogen as it yields eight electrons 
per mole during reforming whereas hydrogen only yields two [6]. The co-electrolysis of 
CO2/H2O to produce high quality syngas has been researched for many years [11,12], 
with many academics focusing on the optimisation of cell materials and fuel composition to 
overcome difficulties with cell performance and stability. One consequence of using 
hydrocarbons is the higher rates of degradation, in particular carbon build-up and sulphur 
poisoning of the fuel electrode [13]. Using methane as a fuel for SOFCs is not a new 
concept, with research going into the effects of operating temperature, current densities, 
fuel composition and electrode materials and thickness [14–18]. It is clear to see how 
advancing in this field can assist in making a more sustainable and environmentally 
friendly future.  
 
The main component affecting SOE efficiency is the electrical input required which 
promotes oxygen diffusion across the electrolyte; a higher voltage results in higher rate of 
diffusion, with oxygen partial pressure and chemical potential across the electrodes also 
influencing the diffusion rate. Thus, increasing the diffusion rate reduces the electrical 
input and increases the efficiency of the cell. In a conventional high temperature co-
electrolysis cell, the fuel electrode is in a very reducing atmosphere, and the oxygen 
electrode is in an ambient air atmosphere. This creates a difference in oxygen partial 
pressure, causing aforementioned problems such as delamination and poor diffusion 
rates. To overcome this, fuel-assisted co-electrolysis cells expose the oxygen electrode to 
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reducing agents such as hydrogen, methane or carbon monoxide, which creates a 
reducing atmosphere similar to the fuel electrode, reducing the potential difference across 
the electrolyser and ultimately reducing electricity consumption [19–21]. When methane is 
used as the reducing gas, the overall efficiency of the SOE is nearly as good as the steam 
reforming reaction of methane, with the advantage of producing humidified hydrogen 
rather than a mix of hydrogen, carbon dioxide, water, carbon monoxide and methane. 
 
The SOE reaction (Eqn. 4) and the SOFC reaction (Eqn. 5) are the reverse of each other, 
therefore the term rSOFC refers to a single cell or stack that can alternate between fuel 
cell mode to produce electricity, heat and water, and electrolyser mode to produce fuel; 
either hydrogen or syngas, from the electrolysis of water or carbon dioxide, respectively.  
 
2H2O → 2H2 + O2                                                                                        eqn 4 
2H2 + O2 → 2H2O         eqn 5 
 
When coupled with solar, wind or other renewable energy sources, these systems have 
promising applications in power generation and storage, providing clean energy to the grid 
as and when required. The generated fuel can either be stored for subsequent use or 
directly consumed by the rSOFC to produce electricity.  
 
Numerous papers describing high temperature rSOFC operation [22, 23] for hydrogen 
production are available in the literature, focusing on performance degradation of the 
oxygen electrode, material selection and cell performance in cyclic modes. Interest in this 
area is developing, with modelling [17, 24–26] and experimental investigations into 
degradation, overpotentials and lifetime analysis at the forefront of this research area. 
Compared to their SOE counterpart, SOFC technology and materials have been more 
widely researched, resulting in SOEs inheriting their advantages, and disadvantages. 
These issues are associated with the materials used in SOFC, which result in diminished 
electrochemical activity and thermomechanical stability when used in SOE mode. In 
rSOFCs, this becomes a problem when the higher degradation in electrolysis mode 
controls the performance of the cell as a whole [13].  
 
Vibhu et al. [27] have demonstrated that oxygen electrodes operate differently in fuel cell 
and electrolysis mode, which is seen by a reduced performance due to delamination from 
a build-up of oxygen partial pressure on the electrolyte/electrode boundary [28]. For 
example, lanthanum strontium cobalt oxide (LSC), a common cathode material for SOFC, 
cannot be used in reversible operation due to the reducing atmosphere which decomposes 
the electrode [29]. Predominantly electronic-conducting oxygen electrodes (for example 
LSM) show significant performance degradation in electrolysis mode. To combat this, 
three mixed-conducting perovskite structures such as lanthanum strontium cobalt iron 
oxides (LSCF) to increase oxide ion transport and electronic conductivity is a method 
frequently applied to improve and stabilise performance [30]. 
 
The degrading of cells is one of the fundamental problems affecting both SOFC and SOE 
working under co-electrolysis. The principle issues that have been addressed in literature 
are delamination of the oxygen electrode, poisoning of the electrodes (carbon deposition, 
sulphur and chromium poisoning) and redox stability. Although co-electrolysis 
demonstrates the advantage of fuel flexibility, the higher quantities of carbon in the fuel 
supply compared to conventional hydrogen electrolysis is detrimental as it results in faster 
rates of carbon build-up or ‘coking’, decreasing the performance of the cell. Tao et al. [29] 
compare the use of a YSZ/LSCM cell in electrolysis mode, fuel cell mode, and fuel-
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assisted electrolysis mode. The cell voltage drop was negligible in the first 2,500 hours 
and showed less than 1.5% per 1,000 hours degradation afterwards. Their tests resulted in 
a 4.5 cc/min-cm2 hydrogen production rate with 1.58 V and 0.087 V required to electrolyse 
the steam in SOE mode and fuel-assisted mode, respectively, highlighting the significant 
amount of electricity saving by using a humidified methane. 
 
1. Oxygen Electrode Degradation 
 
It has been well established that the material choice for the oxygen electrode has a 
significant impact on delamination and performance stability. The term delamination 
describes the physical separation of the oxygen electrode from the electrolyte during 
operation. Materials such as lanthanum strontium manganites (LSM) [22,30,31], 
lanthanum strontium ferrites (LSF) [22,30], lanthanum strontium cobalt ferrites (LSCF) 
[22,32,33] and lanthanum strontium cobaltites (LSCo) [32] have been investigated for their 
resistance to delamination with the majority of researchers agreeing that LSCF is the 
highest performing oxygen electrode material under fuel cell and electrolysis mode [30].  
One of the more widely accepted understanding of the degradation mechanism at the 
oxygen electrode is Virkar’s [28], which explains how oxygen pressure can build up at the 
oxygen electrode/electrolyte boundary, causing microscopic cracks which link up to 
develop a much larger, delamination crack.  
 
Long-term degradation tests were carried out during electrolysis mode by Ebbesen et al. 
[13] who found that the operating temperature of the cell was directly correlated to the 
degradation rate of the oxygen electrode and electrolyte in a Ni-YSZ/YSZ/LSM-YSZ cell. 
They discuss how only the oxygen electrode was affected, which indicates the degradation 
is caused by the overpotential at the Ni-YSZ fuel electrode triple phase boundary (TPB) 
from low oxygen partial pressure, a theory which is corroborated by others [23,34].  
 
In 2007, work carried out by Guan et al. [22] for the U.S. Department of Energy showed a 
stack of 10 cells running under reversible operation for 1000 hours, reducing the initial 
degradation in electrolysis mode from 8000 to 200 mΩ cm2/1000 hrs by improving the 
microstructure of the oxygen electrode, which reduced the degradation via delamination.  
 
2. Fuel Electrode Degradation 
 
As previously mentioned, the main limitations with Ni-YSZ ceramic electrodes are the re-
oxidation of the Ni and their susceptibility to poisoning by various contaminants; carbon, 
sulphur, and silicon, amongst others. Perovskite oxide materials are also used for fuel 
electrodes due to their relatively low cost and excellent thermal and mechanical stability. 
Whilst they have good resistance to both carbon and sulphur poisoning, they also offer 
mixed-valence for ionic and electronic conductance, and are catalytically more active than 
ceria for hydrocarbon oxidation [35]. For example, the electronic conductivity value for 
SFM is as high as 550 S cm-1 in air and 310 S cm-1 in hydrogen at 780ºC for a 
symmetrical SOFC [36], and LSM is 240 S cm-1 [37]. Papazisi et al. [33] carried out 
fundamental analysis of carbon tolerant fuel electrodes for rSOFCs, proving that LSCF has 
a more stable performance compared to the traditional Ni-YSZ electrodes in terms of 
carbon deposition, re-oxidation stability and reversibility under cycling between operational 
modes. They found that carbon deposition was in the form of nickel carbonyls and that Ni-
YSZ electrode species were severely damaged by re-oxidation due to exposure to CO2 as 
a fuel. Wang et al. [21] demonstrate the stability of SFM-SDC/LSGM/SFM-SDC cells for 
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methane assisted co-electrolysis, their results conclude that the fuel electrode does not 
show any obvious change in terms of grain growth or carbon deposition. 
 
One other contaminant that effects fuel electrodes is Si, which can originate from glass 
sealants or as a contaminant in the fuel electrode material. Hauch et al. [38] have 
investigated how Si deposition onto the fuel electrode caused a degradation of 2%/100 hrs 
during long-term (1316 h) electrolysis testing. Addo [39] studied the stability, sulphur 
tolerance and electrochemical performance of Ni-YSZ and LMFCr fuel electrodes in 
rSOFC. He concluded that Ni-YSZ fuel electrodes performed better at lower temperatures 
and LMFCr electrodes at higher temperatures, in a sulphur environment. Additionally, the 
LMFCr performed better in SOE mode compared to SOFC mode.  
 
3. Cycling 
 
In attempts to reduce, or ‘undo’ degradation in rSOFC, thermal [40, 41] and current cycling 
[42] techniques have been employed with varying success. Thermal and current cycling is 
a process used in solid oxide cells to determine and understand degradation mechanisms. 
Current cycling has been used in the literature for durability testing for many years, 
Hughes et al. [43] demonstrated its significance in 2013 when they compared constant-
current and reversing-current cells and concluded that periodically reversing the current 
slows the degradation process. Guan et al. [22] found that the rates of degradation during 
fuel cell, electrolysis, and cycling operation were very similar with only slightly enhanced 
degradation in electrolysis mode for an LSCF oxygen electrode. When using LSM and LSF 
as alternative oxygen electrode materials they found decreased performance, stability and 
area specific resistance (ASR). Earlier this year, Boeing and Sunfire GmbH demonstrated 
the largest commercial, fully autonomous hydrogen rSOFC system to date [44]. With a 
total of 1920 cells, the system operated for 1000 hours with 7 thermal cycles, as shown in 
Fig. 2. 
 
 
 
 
Fig. 2. Comparison of the SOC stability during a constant-current electrolysis test 
and a reversible cycling test. [44] 
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Tao et al. [29] developed a fuel-assisted SOE for hydrogen production, using perovskite-
type materials and both wet syngas and wet methane as the fuel. The long-term stability 
tests revealed promising degradation results of less than 1.5%/kh in the 2500-4200 hours 
operation range using hydrogen, however the research did not extend to the effect the 
hydrocarbon fuels had on degradation rates. Nonetheless, these fuels; wet syngas and 
wet methane, reduced the amount of electricity consumed in electrolyser mode, were 
stable comparative to the conventional air/steam SOE and show reduced ASR compared 
to previous results. More recently, Graves et al. [45] demonstrated on Ni-YSZ/YSZ/LSM-
YSZ cells how electrolysis induced degradation, which was previously thought to be 
irreversible, can be eliminated by reversing the current and operating the cell in fuel cell 
mode. They successfully observed no microstructural damage at the oxygen-
electrode/electrolyte interface after cycling between electrolysis mode and fuel cell mode 
for 1 hour and 5 hours, respectively, for an overall time of 4000 hours. Similarly, Nguyen et 
al. [46] carried out long-term tests on a Ni-YSZ/YSZ/LSCF Jülich F-design planar short 
stack in reversible operation. They observed a voltage degradation of 0.6 %/kh at 0.5 
A/cm2 in fuel cell mode and nearly no degradation in electrolysis mode at -0.3 A/cm2 at 
750ºC and 800 ºC respectively. As previously mentioned, Hauch et al. [38] investigated 
fuel electrode degradation on Ni-YSZ/YSZ/LSM-YSZ cells and found that the degradation 
that occurred due to Si poisoning could be partly reversed by operating in fuel cell mode. 
 
In 2016, Jung et al. carried out research on oxygen electrodes and concluded that 
composites of both electrode and electrolyte material (for example LSM-YSZ) are more 
durable under SOFC/SOE cycling compared to their non-combined counterparts (for 
example LSM) [47]. The performance of the LSM cell decreased after 10 cycles due to 
delamination whereas the LSM-YSZ electrode maintained stability during the same 
number of cycles.  
References 
 
[1] S.D. Ebbesen, M. Mogensen, Electrolysis of carbon dioxide in Solid Oxide 
Electrolysis Cells, J. Power Sources. 193 (2009) 349–358. 
[2] C. Graves, S.D. Ebbesen, M. Mogensen, Co-electrolysis of CO2 and H2O in solid 
oxide cells: Performance and durability, Solid State Ionics. 192 (2011) 398–403. 
doi:10.1016/j.ssi.2010.06.014. 
[3] M. Chen, J.V.T. Høgh, J.U. Nielsen, J.J. Bentzen, S.D. Ebbesen, P. V. Hendriksen, 
High temperature co-electrolysis of steam and CO2 in an SOC stack: Performance and 
durability, Fuel Cells. 13 (2013) 638–645. doi:10.1002/fuce.201200169. 
[4] S. Diethelm, J. Van Herle, D. Montinaro, O. Bucheli, Electrolysis and Co-electrolysis 
performance of SOE short stacks, Fuel Cells. 13 (2013) 631–637. 
doi:10.1002/fuce.201200178. 
[5] J. P. W. Watton, Performance and degradation of solid oxide cells for steam 
electrolysis, PhD Thesis, University of Birmingham (2016). 
[6] A.B. Stambouli, E. Traversa, Solid oxide fuel cells (SOFCs): a review of an 
environmentally clean and efficient source of energy, Renew. Sustain. Energy Rev. 6 
(2002) 433–455.  
[7] K. Nath, D. Das, Production and storage of hydrogen: Present scenario and future 
perspective, J. Sci. Ind. Res. 66 (2007) 701–709.  
[8] L. Bi, S. Boulfrad, E. Traversa, Chem Soc Rev Steam electrolysis by solid oxide 
electrolysis cells (SOECs) with proton-conducting oxides, Chem. Soc. Rev. Chem. Soc. 
Rev. 43 (2014) 8195–8300. 
[9] J.B. Hansen, Solid oxide electrolysis – a key enabling technology for sustainable 
energy scenarios, Faraday Discuss. 182 (2015) 9–48. doi:10.1039/c5fd90071a. 
 13th European SOFC & SOE Forum 2018  3 – 6 July 2018, Lucerne Switzerland 
 
B1510 / Page 8-10 
 
  
[10] Y. Zheng, J. Wang, B. Yu, W. Zhang, J. Chen, J. Qiao, J. Zhang, A review of high 
temperature co-electrolysis of H 2 O and CO 2 to produce sustainable fuels using solid 
oxide electrolysis cells (SOECs): advanced materials and technology, Chem. Soc. Rev. 46 
(2017) 1427–1463. doi:10.1039/C6CS00403B. 
[11] J.T.S.I. K. Xie, Y. Zhang, G. Meng, Direct synthesis of methane from Co2/H2O in 
an oxygen conducting solid oxide electrolyser., Energy Environ. Sci. 4 (2011) 2218. 
doi:10.1039/c1ee01035b. 
[12] C. Yang, J. Li, J. Newkirk, V. Baish, R. Hu, Y. Chen, F. Chen, Co-electrolysis of H 2 
O and CO 2 in a solid oxide electrolysis cell with hierarchically structured porous 
electrodes, J. Mater. Chem. A. 3 (2015) 15913–15919. doi:10.1039/C5TA03264D. 
[13] S.D. Ebbesen, X. Sun, M.B. Mogensen, Understanding the processes governing 
performance and durability of solid oxide electrolysis cells, Faraday Discuss. 182 (2015) 
393–422. doi:10.1039/C5FD00032G. 
[14] Y. Lin, Z. Zhan, J. Liu, S.A. Barnett, Direct operation of solid oxide fuel cells with 
methane fuel, Solid State Ionics. 176 (2005) 1827–1835. doi:10.1016/j.ssi.2005.05.008. 
[15] T. Horita, K. Yamaji, T. Kato, H. Kishimoto, Y. Xiong, N. Sakai, M.E. Brito, H. 
Yokokawa, Imaging of CH 4 decomposition around the Ni/YSZ interfaces under anodic 
polarization, J. Power Sources. 145 (2005) 133–138. doi:10.1016/j.jpowsour.2004.12.075. 
[16] V. Alzate-Restrepo, J.M. Hill, Effect of anodic polarization on carbon deposition on 
Ni/YSZ anodes exposed to methane, Appl. Catal. A Gen. 342 (2008) 49–55. 
doi:10.1016/j.apcata.2007.12.039. 
[17] K. Girona, J. Laurencin, J. Fouletier, F. Lefebvre-Joud, Carbon deposition in CH 4 
/CO 2 operated SOFC: Simulation and experimentation studies, J. Power Sources. 210 
(2011) 381–391. doi:10.1016/j.jpowsour.2011.12.005. 
[18] W. Wang, C. Su, Y. Wu, R. Ran, Z. Shao, Progress in Solid Oxide Fuel Cells with 
Nickel-Based Anodes Operating on Methane and Related Fuels, Chem. Rev. 113 (2013) 
8104–8151. doi:10.1021/cr300491e. 
[19] J. Martinez-Frias, A.-Q. Pham, S.M. Aceves, A natural gas-assisted steam 
electrolyzer for high-eeciency production of hydrogen, Int. J. Hydrogen Energy. 28 (2003) 
483–490.  
[20] W. Wang, J.M. Vohs, R.J. Gorte, Hydrogen Production via CH 4 and CO Assisted 
Steam Electrolysis, Top. Catal. 46 (2007) 380–385. doi:10.1007/s11244-007-9005-8. 
[21] Y. Wang, T. Liu, L. Lei, F. Chen, Methane assisted solid oxide co-electrolysis 
process for syngas production, J. Power Sources. 344 (2017) 119–127. 
doi:10.1016/j.jpowsour.2017.01.096. 
[22] J. Guan, N. Minh, B. Ramamurthi, J. Ruud, J.-K. Hong, P. Riley, D. Weng, High 
Performance Flexible Reversible Solid Oxide Fuel Cell, GE Glob. Res. Cent. Rep. DE-
FC36e04GO14351. (2007). 
[23] N.Q. Minh, M.B. Mogensen, Reversible Solid Oxide Fuel Cell Technology for Green 
Fuel and Power Production, Interface. 22 (2013) 55–62. doi:10.1039/b105764m. 
[24] H. Xu, B. Chen, J. Irvine, M. Ni, Modeling of CH4-assisted SOEC for H2O/CO2 co-
electrolysis, Int. J. Hydrogen Energy. 41 (2016) 21839–21849. 
doi:10.1016/j.ijhydene.2016.10.026. 
[25] M. Ni, M.K.H. Leung, D.Y.C. Leung, Electrochemical modeling of hydrogen 
production by proton-conducting solid oxide steam electrolyzer, (2008). 
doi:10.1016/j.ijhydene.2008.05.065. 
[26] M. Ni, M.K.H. Leung, D.Y.C. Leung, A modeling study on concentration 
overpotentials of a reversible solid oxide fuel cell, J. Power Sources. 163 (2006) 460–466. 
doi:10.1016/j.jpowsour.2006.09.024. 
 13th European SOFC & SOE Forum 2018  3 – 6 July 2018, Lucerne Switzerland 
 
B1510 / Page 9-10 
 
  
[27] V. Vibhu, LSC Infiltrated LSCF Oxygen Electrode for High Temperature Steam 
Electrolysis, https://ecs.confex.com/ecs/sofc2017/webprogram/Paper100991.html (Date 
accessed: October 2017).  
[28] Anil V. Virkar, Mechanism of oxygen electrode delamination in solid oxide 
electrolyzer cells, Int. J. Hydrogen Energy. 37 (2010) 9527–9543. 
doi:10.1016/j.ijhydene.2011.09.117. 
[29] G.G. Tao, A. Virkar, R. Garland, A Reversible Planar Solid Oxide Fuel-Assisted 
Electrolysis Cell and Solid Oxide Fuel Cell for Hydrogen and Electricity Production 
Operating on Natural Gas/Biogas, FY Annu. Prog. Rep. (2006) 24–28. 
doi:10.2172/934689. 
[30] G.A. Hughes, K. Yakal-Kremski, S.A. Barnett, Life testing of LSM–YSZ composite 
electrodes under reversing-current operation, Phys. Chem. Chem. Phys. 15 (2013) 17257. 
[31] M.A. Laguna-Bercero, R. Campana, A. Larrea, J.A. Kilner, V.M. Orera, 
Performance and aging of microtubular YSZ-based solid oxide regenerative fuel cells, Fuel 
Cells. 11 (2011) 116–123. doi:10.1002/fuce.201000069. 
[32] W. Wang, Y. Huang, S. Jung, J.M. Vohs, R.J. Gorte, A Comparison of LSM, LSF, 
and LSCo for Solid Oxide Electrolyzer Anodes, J. Electrochem. Soc. 153 (2006) A2066. 
doi:10.1149/1.2345583. 
[33] K.M. Papazisi, D. Tsiplakides, S. Balomenou, Carbon tolerant fuel electrodes for 
reversible SOFC operating on carbon dioxide, E3S Web Conf. 16, https://www.e3s-
conferences.org/articles/e3sconf/pdf/2017/04/e3sconf_espc2017_09003.pdf (accessed 
September 7, 2017). 
[34] M. Chen, Y.-L. Liu, J.J. Bentzen, W. Zhang, X. Sun, A. Hauch, Y. Tao, J.R. Bowen, 
P. Vang Hendriksen, Microstructural Degradation of Ni/YSZ Electrodes in Solid Oxide 
Electrolysis Cells under High Current, J. Electrochem. Soc. 160 (2013) 883–891. 
doi:10.1149/2.098308jes. 
[35] H. Ding, Z. Tao, S. Liu, J. Zhang, A High-Performing Sulfur-Tolerant and Redox-
Stable Layered Perovskite Anode for Direct Hydrocarbon Solid Oxide Fuel Cells, Nat. 
Publ. Gr. (2015). doi:10.1038/srep18129. 
[36] Q. Liu, X. Dong, G. Xiao, F. Zhao, F. Chen, A novel electrode material for 
symmetrical SOFCs, Adv. Mater. 22 (2010) 5478–5482. doi:10.1002/adma.201001044. 
[37] O. Yamamoto, Y. Takeda, R. Kanno, M. Noda, Perovsk1te-Type Oxides As Oxygen 
Electrodes For High Temperature Oxide Fuel Cells, Solid State Ionics, 22 (1987) 241-246. 
[38] A. Hauch, S.D. Ebbesen, S.H. Jensen, M. Mogensen, Solid Oxide Electrolysis 
Cells: Microstructure and Degradation of the Ni/Yttria-Stabilized Zirconia Electrode, J. 
Electrochem. Soc. 155 (2008) B1184. doi:10.1149/1.2967331. 
[39] P.K. Addo, Development of Fuel Electrodes for Reversible Solid Oxide Fuel Cell 
Applications, PhD Thesis, University of Calgary (2017).  
[40] Y.-S. Chou, J.W. Stevenson, Thermal cycling and degradation mechanisms of 
compressive mica-based seals for solid oxide fuel cells, (n.d.). 
http://availabletechnologies.pnnl.gov/media/230_72200714634.pdf (accessed October 27, 
2017). 
[41] G.G. Tao, A. V Virkar, Lessons Learned from SOFC/SOEC Development, (2011). 
https://energy.gov/sites/prod/files/2014/03/f9/rev_fc_wkshp_tao.pdf (accessed October 27, 
2017). 
[42] M.Z. Khan, R.H. Song, S.B. Lee, J.W. Lee, T.H. Lim, S.J. Park, Effect of GDC 
interlayer on the degradation of solid oxide fuel cell cathode during accelerated current 
load cycling, Int. J. Hydrogen Energy. 39 (2014) 20799–20805. 
doi:10.1016/j.ijhydene.2014.07.022. 
 13th European SOFC & SOE Forum 2018  3 – 6 July 2018, Lucerne Switzerland 
 
B1510 / Page 10-10 
 
  
[43] G.A. Hughes, K. Yakal-Kremski, S.A. Barnett, Life testing of LSM–YSZ composite 
electrodes under reversing-current operation, Phys. Chem. Chem. Phys. 15 (2013) 17257. 
doi:10.1039/c3cp52973h. 
[44] J. Mermelstein, O. Posdziech, Development and Demonstration of a Novel 
Reversible SOFC System for Utility and Micro Grid Energy Storage, Fuel Cells. 17 (2017) 
562–570. doi:10.1002/fuce.201600185. 
[45] C. Graves, S.D. Ebbesen, S.H. Jensen, S.B. Simonsen, M.B. Mogensen, 
Eliminating degradation in solid oxide electrochemical cells by reversible operation, Nat. 
Mater. 14 (2014) 239–244. doi:10.1038/nmat4165. 
[46] V.N. Nguyen, Q. Fang, U. Packbier, L. Blum, Long-term tests of a Julich planar 
short stack with reversible solid oxide cells in both fuel cell and electrolysis modes, Int. J. 
Hydrogen Energy. 38 (2013) 4281–4290. doi:10.1016/j.ijhydene.2013.01.192. 
[47] G.-B. Jung, C.-T. Chang, C.-C. Yeh, X.-V. Nguyen, S.-H. Chan, C.-Y. Lin, J.-W. Yu, 
W.-T. Lee, S.-W. Chang, I.-C. Kao, Study of reversible solid oxide fuel cell with different 
oxygen electrode materials, Int. J. Hydrogen Energy. 41 (2016) 21802–21811. 
doi:10.1016/j.ijhydene.2016.07.190. 
 
